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REV. ECN NO. DATE SIGN DESCRIPTION

ITEM NAME Description Spec QTY

1 8H-05AMMM-SR7000 M8 CONN WITH KEYCABLE SCREW 5PIN M CONN M PIN1

2 WCA0229UV01 CABLE UL246424#*5C+T,UV,OD5,BK1

5 Yellow 黃

4 Orange 橘

3 Red 紅

2 Brown 棕

1 Black 黑

Conn. Wire Color

Pin Out

M8*1.0

1

Pin Assignments

Front View

8H-05AMMM-SR7AXX

 

 

              XX: 01~99Meters

              01: 01Meter

              02: 02Meter

                :

                :

              99: 99Meters

 Cable Length(L): 01~99Meters

1

3

Note:

*   Important Dimension.

* Waterproof Rate: IP67.

* Connector: PU, Black.

* Male Pin: Copper Alloy, Gold Plated.

* Screw Nut: Zinc Alloy, Nickel Plated.

* Cable: UL2464 24AWG*5C+Talcum, PVC 

  Jacket, UV Resistant, OD=5.0, Black.

* Cable Length Tolerance: 01M: �#�40mm

                          02~05M: �#�60mm

                          06~10M: �#�100mm

                          11~30M: �#�200mm

                          31~99M: �#�500mm

Conn.

4 2

5

8H-05AMMM-SR7000

Cable

Color: Black
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